
STABILO®

System

Scaffold Parts System-independent

Half Clamp

•	Wrench size 22 for ø 48.3 mm
•	For attachment of rail braces 

and rail frames at the inside of 
the scaffold

with Pin

Weight 	 kg 1,2

Art.-No. 708007

Standard Clamp
•	Rigid 90°, wrench size 22 for ø 

48.3 mm
•	Permitted for steel and 
	 aluminium (EN 74)

Weight 	 kg 1,5

Art.-No. 708021

Butt Clamp
•	Wrench size 22 for ø 48.3 mm
•	For connecting of two scaffold 

tubes with the aid of the 
	 centering pin (Art. No. 708076))

Weight 	 kg 0,6

Art.-No. 708045

Half Clamp
•	Wrench size 22 for ø 48.3 mm
•	Permitted for steel and 
	 aluminium (EN 74)

Weight 	 kg 1,2

Art.-No. 708014

Rotary Clamp	
•	Rotating, wrench size 22 for ø 

48.3 mm
•	Permitted for steel and 
	 aluminium (EN 74)

Weight 	 kg 0,8

Art.-No. 708052

Weight 	 kg 0,9

Art.-No. 708120

Dog Clamp
•	Wrench size 22 for ø 48.3 mm
•	For attachment to double T-be-

ams

Weight 	 kg 0,8

Art.-No. 708090

Hook Clutch
•	Wrench size 22 for ø 48.3 mm
•	As scaffold holder when 
	 scaffold tubes are used

Centering Pin
•	Only permitted together with 

but clamp Art.-No. 708021 

Weight 	 kg 1,0

Art.-No. 708076



STABILO®

System

Scaffold Parts System-independent
Scaffold Tube

• Aluminium: ø 48.3 mm x 4.00 mm
•	Steel: ø 48.3 mm x 3.25 mm galvanized

(Aluminium/Steel)

Length	 m 1,00 2,00 3,00 4,00 5,00 6,00

Weight 	 kg 1,5 3,0 4,5 6,0 7,5 9,0

Art.-No. (aluminium) 707512 707529 707536 707543 707550 707567

Length	 m 1,00 2,00 3,00 4,00 5,00 6,00

Weight 	 kg 3,5 7,0 10,5 14,0 17,5 21,0

Art.-No. (steel) 707017 707024 707031 707048 707055 707062

Weight 	 kg 0,09

Art.-No. 708205

Hammer-head

•	M14, for scaffold clamps

Weight 	 kg 0,04

Art.-No. 708212

Flanged Nut
•	M14, wrench size 22, for 
	 scaffold clamps

Bolt

Screw Jack

•	Steel, galvanized, ø 38 mm
•	Vertically adjustable ca. 
at 0.30 m = 0.10 m
at 0.50 m = 0.30 m
at 0.80 m = 0.55 m

(Steel)

Height 	 m 0,30 0,50 0,80

Weight 	 kg 2,7 3,1 4,3

Art.-No. 706621 706614 706607

Swivel Screw

•	Steel, galvanized, ø 38 mm
•	Vertically adjustable max. 0.30 

m
•	For oblique and uneven ground

Jack
(Steel)

Height 	 m 0,50

Weight 	 kg 3,0

Art.-No. 706591

Weight 	 kg 0,1

Art.-No. 704405

Scaffold Holder

•	Galvanized
•	For anchoring the scaffolds at 

the façade

(Steel)
Ring Bolt
•	ø 12 mm
•	For scaffold anchoring on take 

loads underground

Length 	 m 0,12 0,23

Weight 	 kg 0,18 0,30

Art.-No. 708106 708113

Length 	 m 0,50 1,20 1,50

Weight 	 kg 2,5 4,5 6,0

Art.-No. 706249 706256 706263

Gravitiy Pin

•	For verticale frames and sim-
ple post rails against lifting



STABILO®

System

Scaffold Accessories 
Scaffolder´s Ratchet

•	Made of special chrome-vana-
dium steel

•	Wrench size 19 and 22

(Wrench Size 19/22)

Weight 	 kg 0,7

Art.-No. 750105

Length	 m 0,40

Art.-No. 750129

Water Level
•	Standard aluminium
•	Anodized surface

Weight 	 kg 0,67

Art.-No. 750303

Length	 m 30,00

Art.-No. 750143

Weight 	 kg 0,45

Art.-No. 750112

Length	 m 0,40

Art.-No. 750136

Art.-No. 750327

Ratchet Holder
•	For storage of Art. No. 750105 

and 750112

Scaffolder´s Ratchet

•	With galvanized steel 
	 striking-head and aluminium 

handle
•	Wrench size 22

(Mannesmann)

Magnetic

•	Aluminium
•	Impact-proof surface due to 

static powder coated

Water Level

Measuring Tape
•	Material: Glass fibre
•	Case: Steel plate with plastic 

coated
•	On request available in different 

lengths

Safety Helmet
•	According to EN 397
•	6-point strap attachment with 

natural leather sweat band all 
around

•	On request available in different 
colours

Colour Blau

Art.-No. 750167

Manual Distance

•	For measuring distances from 
0.2 m to 100 m

•	Measuring accuracy 3 mm
•	Calculates areas and volumes
•	 Included extensive accessories

Meter




