
STABILO®

System

STABILO STABILO

Vario Vario

System Parts Facade Scaffold

Width 	 m 0,75 0,75 0,75

Height 	 m 0,66 1,00 2,00

Weight 	 kg 6,0 14,0 19,0

Art.-No. 700193 700186 700179

•	ø 48.3 x 3.25 mm galvanized
 

Vertical Frame
(Steel)

Access Frame

•	ø 48.3 x 3.25 mm galvanized
•	Access frame in the stairs tower

(Steel)

Width 	 m 0,75 0,75 0,75

Height 	 m 0,66 1,00 2,00

Weight 	 kg 3,5 6,0 8,0

Art.-No. 700223 700216 700209

•	ø 48.3 x 4.0 mm

Vertical Frame
(Aluminium)

Width 	 m 0,75 0,75 0,75

Height 	 m 0,66 1,00 2,00

Weight 	 kg 6,9 15,0 21,0

Art.-No. 700032 700025 700018

•	ø 48.3 x 3.25 mm galvanized
• Equipped with exchangeable 

stabilizer

Vertical Frame
(Steel)

Width 	 m 0,75 0,75 0,75

Height 	 m 0,66 1,00 2,00

Weight 	 kg 4,0 7,0 9,0

Art.-No. 705037 705020 705013

•	ø 48.3 x 4.0 mm 
• Equipped with exchangeable 

stabilizer

Vertical Frame
(Aluminium)

Width 	 m 0,75

Height 	 m 2,00

Weight 	 kg 19,0

Art.-No. 700124

Corner Frame

•	ø 48.3 x 3.25 mm galvanized
•	For scaffolding of building corners
•	As lateral end frame in the stairs tower 

(Steel)

Width 	 m 0,75 0,75

Height 	 m 1,00 2,00

Weight 	 kg 12,0 22,0

Art.-No. 700117 700100
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Walk trough Frame

•	ø 48.3 x 3.25 mm galvanized
 

(Steel)

Platform

•	Aluminium frame with water-
proof phenolic resin plate

•	Non-slip walking area
•	Stackable

with Hatch 

Length 	 m 1,50 2,00 2,50 3,00

Width 	 m 0,70 0,70 0,70 0,70

Height 	 m 0,08 0,08 0,08 0,09

Weight 	 kg 13,5 17,5 21,0 24,5

Art.-No. 701022 701015 701008 701336

Length 	 m 2,50 3,00

Width 	 m 0,70 0,70

Height 	 m 0,08 0,09

Weight 	 kg 24,0 27,5

Art.-No. 701602 701633

Platform with

• Aluminium frame with water-
proof phenolic resin plate

•	Non-slip walking area
•	Stackable

Hatch and
integrated Ladder

Platform

•	Aluminium frame with water-
proof phenolic resin plate

•	Non-slip walking area
•	Stackable

(Aluminium/Wood)

Length 	 m 0,75 1,50 2,00 2,50 3,00

Width 	 m 0,70 0,70 0,70 0,70 0,70

Height 	 m 0,08 0,08 0,08 0,08 0,09

Weight 	 kg 7,0 12,5 16,5 20,0 23,0

Art.-No. 701084 701077 701060 701053 701343

Platform

•	50 mm impregnated solid wood 
•	Multiple waterproof bonding

(Wood)
Platform

•	Galvanized and perforated
•	Absolutely non-slip

(Steel)

Width 	 m 1,70

Height 	 m 2,00

Weight 	 kg 34,0

Art.-No. 706034

Length 	 m 0,75 1,50 2,00 2,50 3,00

Width 	 m 0,35 0,35 0,35 0,35 0,35

Height 	 m 0,05 0,05 0,05 0,05 0,05

Weight 	 kg 7,0 13,5 17,5 21,0 24,0

Art.-No. 701930 701923 701916 701909 701893

Length 	 m 0,75 1,50 2,00 2,50 3,00

Width 	 m 0,35 0,35 0,35 0,35 0,35

Height 	 m 0,06 0,06 0,06 0,06 0,06

Weight 	 kg 7,0 13,5 19,0 22,5 25,0

Art.-No. 701831 701824 701817 701800 701848
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End Board

•	Front side bottom protection

(Wood)

Board

•	For insertion into the attachment 
points for bottom side protection

(Wood)

Diagonal Brace

•	Galvanized
•	With one-sided half-clamp
•	For vertical scaffold reinforcement
•	Wrench size 22

(Steel)

Length	 m 1,50 2,00 2,50 3,00

Weight	 kg 3,5 4,5 5,5 6,5

Art.-No. 702029 702012 702005 702036

Diagonal Brace

•	Side protection and for horizontal 
	 bracing

(Aluminium)

Rail Brace

•	Galvanized
•	Side protection and for hori-

zontal bracing

(Steel)

Front Rail Frame

•	Galvanized
•	Front end of individual platform 

levels
•	Stable execution

(Steel)

Rail Frame

•	Double side protection
•	Efficient assembly of protection rail in 

back and knee height
•	For extended horizontal rigidity

(Aluminium)
Rail Frame

•	Galvanized
•	For extended horizontal rigidity
•	Efficient assembly of protection rail in 

back and knee height

(Steel)

Field length 	m 2,00 2,50 3,00

Length 	 m 2,73 3,12 3,74

Weight 	 kg 6,0 7,0 8,0

Art.-No. 702746 702739 702722

Length	 m 0,75 1,50 2,00 2,50 3,00

Weight	 kg 0,6 1,5 2,0 2,5 3,0

Art.-No. 702234702227702210702203702241

Length 	 m 0,35 0,75

Height 	 m 0,15 0,15

Weight 	 kg 1,0 1,5

Art.-No. 703675 703668

Length 	 m 1,50 2,00 2,50 3,00

Height 	 m 0,15 0,15 0,15 0,15

Weight 	 kg 3,5 4,5 5,5 6,5

Art.-No. 703620 703613 703606 703590

Length 	 m 1,50 2,00 2,50 3,00

Height 	 m 0,53 0,53 0,53 0,53

Weight 	 kg 2,7 3,6 4,5 5,5

Art.-No. 702524 702517 702500 702531

Length 	 m 1,50 2,00 2,50 3,00

Height 	 m 0,53 0,53 0,53 0,53

Weight 	 kg 7,0 9,5 11,8 14,2

Art.-No. 702623 702616 702609 702630

Length 	 m 0,35 0,75

Height 	 m 0,54 0,54

Weight 	 kg 3,7 4,5

Art.-No. 706027 706003
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Bracket 0.35 m

•	Galvanized
•	For extension and widening of the 

platform dimension
•	With welded half-clamp
•	Wrench size 22

(Steel)

Bracket 0.75 m (Steel)
•	For extension and widening of the 
	 platform dimension

Rail Post

•	Galvanized
•	For the attachment of the rail braces or 

safety side net at the top platform level

(Steel)

Bracket Post

•	Galvanized
•	For the attachment of the rail braces 

or safety side net on brackets
•	Useable also for platform locking

(Steel)

Transversal Brace

•	For support of the bracket Art. No. 
706225

•	For bracing of lattice beams in belt 
bracing

(Steel)

Roof Protection

•	For assembly of roof protections to 
protect passageways for falling parts

•	Wrench size 22

Bracket (Steel)

Height 	 m 1,0

Weight 	 kg 4,8

Art.-No. 706089

Rail Post simple

•	Galvanized
•	 Integrated platform locking

(Steel)

Width 	 m 0,75 0,75

Height 	 m 1,00 2,00

Weight 	 kg 6,5 11,5

Art.-No. 706072 706058

Width 	 m 0,75 0,75

Height 	 m 1,00 2,00

Weight 	 kg 6,5 12,0

Art.-No. 706102 706119

Width 	 m 0,35

Weight 	 kg 3,5

Art.-No. 706218

Width 	 m 0,75

Weight 	 kg 6,0

Art.-No. 706225 Art.-No. 706225

Length 	 m 1,85

Weight 	 kg 5,5

Art.-No. 706232

Width 	 m 1,10

Weight 	 kg 13,7

Art.-No. 706454

Base Cross Rod

•	For insertion of standard platforms at 
the base of ladder ascent

(Steel)

Length 	 m 0,75

Weight 	 kg 3,0

Art.-No. 703101
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Length 	 m 2,45 2,95

Weight 	 kg 8,5 10,2

Art.-No. 706850 706867

Scaffold Stairs

•	Useable in the scaffold tower

(Aluminium)

Stairs Railing,

•	Useable as two-part side pro-
tection for the assembling of 
the scaffold stairs

(Aluminium)

Safety Side Net

•	Steel, galvanized
•	Fall protection, e.g. for roofing 

works

Platform Locking, 

•	Galvanized
•	Lifting locking, for not used 

verticale frames or rail posts, 
e.g. inside brackets

Standard (Steel)

Exchangeable

•	Spare part for the Vario vertical 
frame

Stabilizer (Steel)

Field length 	m 2,50 3,00

Width 	 m 0,70 0,70

Weight 	 kg 24,0 29,0

Art.-No. 705501 705518

Field length 	m 2,50 3,00

Weight 	 kg 15,0 18,0

Art.-No. 705556 705570

Width 	 m 0,75

Weight 	 kg 2,0

Art.-No. 700544

Width 	 m 0,35 0,70

Weight 	 kg 1,5 3,0

Art.-No. 706355 706348

Length 	 m 1,50 2,00 2,50 3,00

Height 	 kg 1,00 1,00 1,00 1,00

Weight 	 kg 15,0 20,0 25,0 30,0

Art.No. 706485 706478 706461 706447

Channel Profile

•	With rigidly welded half-clamps 
for screw connection e.g. on 
lattice beams

•	For insertion of standard plat-
forms

•	On request further lengths 
available

Adapter




