STABILO

Professional

Single-section leaning rung ladder

A reliable classic aluminium leaning ladder that is extra wide, stable
and flexible.
+ Outside width of 420 mm for comfortable ascending and descending

+ Slip-resistant rungs with a depth of 30 mm, profiled on all sides for a
maximum of safety

+ Extruded aluminium side rails with reinforced corners for a maximum
of stability and a long service life

+ Available with max. 24 rungs (6.90 m ladder length)

+ Slip-resistant foot plugs or caps (SafetyCap)

+ Longlasting 32-times flanged rung/side rail connections

+ Supplied with extra stabiliser for even greater safety from
12 rungs and above

+ Pre-equipped with a wosatec QR code label for easy digitalisation of
work equipment inspection documentation

H Please check also our extensive range of safety accessories, see from page 100.

Accessories: Page 104

SafetyServices
Page 250

Conductive foot end plugs
and stabiliser foot caps

0

professional  +

app for work
equipment
Info: Page 243

]

-
[ ]
[
H

[}

Sizes 6-—9 rungs can be used
without stabiliser.

Sizes 12—24 rungs can only be used with

domestic/private

Digital inspection

stabiliser according to DIN EN 131-1:2015.

I

A up to approx. m | 280 | 3.60 | 440 | 525  6.05 | 6.60 | 7.10 | 7.65
1]
I B approx. m | 080 | 1.60 | 240 | 325  4.05 | 460 | 510 | 5.65
C approx. m| 185 | 270 | 3.55 | 440 | 525 | 575 | 6.35 | 6.90
n ,,,,,

\\ J D approx. m | 180 | 260 | 340 | 425 | 5.05 | 560 | 6.10 | 6.65
Stabiliser width approx. m - - 080 | 090 H 1.00 | 115 | 115 | 1.15
Product weight approx. kg | 33 | 47 6.9 8.7 99 | 131 | 147 | 153

Width (B) approx. | m | 0.45 | 0.45 | 0.45 | 0.45 | 0.45 | 045 | 0.45 | 045
Depth (T) approx. | m | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10
Length (L) approx. 1.85 | 270 | 3.55 | 440 | 525 | 580 | 6.35 | 6.90
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