
Mobile, double-sided aluminium platform ladder,  
profiled grating with R13 (gem. EN 131-7)

Mobile, double-sided aluminium platform ladder with deep steps and large 
platform made of profiled grating with R13 slip resistance for safe and 
comfortable working. 

+ Mobile aluminium platform ladder, double-sided access, with 180 mm
deep steps and large platform made of profiled grating with R13 slip
resistance incl. platform railing for safe and comfortable working

+ Narrow shaped, ideal for working close to shelves
+ Platform size 600 x 720 mm, profiled grating with R13 slip resistance
+ Two-sided platform railing, 1.0 m high, Ø 40 mm, with integrated

reinforced knee rails
+ KRAUSE Connect-System for stable handrail fastening without

disturbing connectors
+ Stepless transition from the platform railing to the separately available

stair handrails - no need to reach from stair handrail to platform railing
handrail and vice versa

+ 100 mm high toeboard for increased safety (100 % higher than required
by standard EN 131-7)

+ 4 swivel castors Ø 125 mm, 2 are equipped with locking devices,
ensure comfortable movement and prevent unintentional rolling away
when entering the stair

+ Delivered in pre-assembled modules for easy and quick assembly

professional + domestic/private

R13

Number of steps incl. platform 2 x 3 2 x 4 2 x 5 2 x 6 2 x 7 2 x 8

1

A B

A up to approx. m 2.75 3.00 3.20 3.45 3.70 3.95

B    approx. m 0.75 1.00 1.20 1.45 1.70 1.95

2

C

C    approx. m 1.75 2.00 2.20 2.45 2.70 2.95

Floor area W x L approx. m 0.80 x 1.40 0.85 x 1.70 0.90 x 1.95 0.90 x 2.25 0.95 x 2.50 1.00 x 2.80

Product weight platform ladder approx. kg 34.7 40.2 45.6 51.1 57.2 63.4

Art.-No. 821317 821324 821331 821348 821355 821362

Illustration shows: 
Art.-No. 821331 and Art.-No. 821515 (4x)

Handrail (suitable on both sides for number of steps) 3 4 5 6 7 8

Product weight per handrail kg 1.1 1.5 1.8

Art.-No. Handrail 821508 821515 821522
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Accessories:
+ From a platform height of 1.0 m, handrails are required on both sides

according to DIN EN 131-7. Handrails must be ordered as required
accessories

	+ Self-closing transition barrier (Art.-No. 821492)
	+ Practical, clampable tool tray (Art.-No. 210852) for safe storage of tools or 
materials

Art.-No. 821508 / 821515 / 821522 Art.-No. 821492 Art.-No. 210852
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