
Platform ladder Vario compact 
(according to EN 131-7)

Foldable unilaterally ascendable aluminium platform ladder with small 
base and options between stabilisers and ballast weights for the use in 
narrow aisles. 

+ 650 x 545 mm extra large platform with corrugated surface
+ Different lengths of the stabilisers as well as the possibility of variable

ballasts ensure that a considerable working height can be reached
while needing only a small floor space

+ 80 mm deep profiled steps for a safe climbing
+ With three-sided platform railing and handrails at both sides
+ Perfect for the use in narrow aisles with a working height above 4.0 m

and a width of only 820 mm
+ High-strength flanched step/side rail connections
+ Equipped with two castors
+ Delivered in pre-assembled modules

Number of steps incl. platform 5 6 7 8 9

1

A B

A up to approx. m 3.10 3.40 3.65 3.90 4.10

B approx. m 1.10 1.40 1.65 1.90 2.10

2

C

C approx. m 2.15 2.45 2.70 3.00 3.15

Product weight platform ladder approx. kg 48.0 73.0 110.0 111.5 130.0

Ballast kg 20.0 40.0 60.0 60.0 80.0

Max. floor area width approx. m 0.82 0.82 0.82 0.82 0.82

Max. floor area depth approx. m 1.23 1.37 1.50 1.61 1.72

Art.-No. 833006 833013 833020 833037 833044

8 9 10 12
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professional + domestic/private
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